
INNOVATION IN FELT

Sound insulation of homes and commercial 
buildings is the center of attention. The wishes  
in this area are not alone has increased, so have 
the legal standards significantly tightened. It is 
therefore good to understand that there are more 
and more questions about how sound insulation 
can be improved. Nevima has extensive experience 
in acoustics and offers solutions with different 
products. The IVI-Central Rule is one of these.

Description
The IVI-Central Rule is a variant of the IVI-Nail Rule which 

has been proving its sound-insulating qualities for over 60 years. 

The IVI-Central rule is available in 30 or 40 mm height. The rail 

consists of a 22 mm chipboard rail with underneath a glued and 

mechanically attached ecological layer coconut felt of 12 or 24 

mm. In the chipboard rule are to the 290 mm holes ofØ 20 mm 

are made. Through the tightening a counter head screw or a 

screw with follower ring (Ø 20 mm) in the hole, the ring will 

hold the coconut felt press and secure. This causes sideways 

movements and contact bridges excluded (see detail drawing). 

Thanks to this sophisticated mounting method can easily be 

acoustically decoupled wall or ceiling are created. After applying 

the IVI-Central Rule, an absorbent cavity filling, such as IVI-
Absorption, applied. The construction is then concluded 

with a sheeting (usually a double plasterboard sheet). This 

plating is only screwed onto the (decoupled) rule. To prevent 

contact bridges at the edges used IVI-Acoustic tape and 

the whole finished all around with permanently flexible sealant. 

Applications 
Just like the IVI-Nail Rule, the IVI-Central Rule is applied for a 

high-quality sound-insulating wall or ceiling to make. The IVI-

Central Rule is very suitable for situations where: a limited 

mounting surface is available, such as on the end side of a beam. 

This makes the IVI-Central Rule ideal for timber frame 

construction should be used. In addition, the rule designed to 

improve the sound insulation of standard roof elements. The rule 

is also easy to apply when only a limited cavity depth is possible.

Sustainable since 1927

IVI-Central Regulations®

THE SLIM SOUND INSULATION
FROM NATURAL MATERIALS

Advantages 

 Good sound insulation in the speech area

 �Durable 

• Made from recycled and renewable raw materials 

• The elastic properties of coconut felt are not subject to aging

 Easy, fast and pleasant to process

 Very small installation depth

 Applicable to the end side of beams

 Evenly loadable up to 40 kg/m¬≤



 

Dimensions
IVI-Central line  30	 : ca. 34x50x1250mm

IVI-Central line  40	 : ca. 46x50x1250mm

Mounting hole		  : Ø 20 mm, h.o.h 290 mm, 4 per line

Technical properties
Rule		 : waterproof chipboard

Felt		  : natural coconut fibres, latexed

Fixing	 : glue and staples

Processing
With sound insulation, it is not only the correct application of the IVI-Central Rule that is important, but also the correct connection,  

for example of the plating with the existing structure. The complete processing instructions can be found on our website www.nevima.nl.
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