
Sound insulation of homes and commercial buildings is 
still the center of attention. Not only have demands in 
this area increased, the legal standards have also been 
considerably tightened. It is therefore good to under-
stand that there are more and more questions arise as to 
how sound insulation can be improved become. Nevima 
has more than 60 years of experience in building acoustics 
and offers solutions with a wide range of Products. The 
IVI-Top insulation system is one of these.

General
The IVI-Top insulation system consists of the combination of IVI-Top 
Line with the Nevidek Pro plate. The IVI-Top Rule is a variant of 

the IVI-Nail Rule that has been around for a long time proves 

sound-insulating qualities. This system has been developed for external 

roof sound insulation of both flat and sloping surfaces roofs. Moreover, 

this system is very suitable for top of floors for excellent airborne 

sound insulation to ensure impact sound insulation. 

Description
The IVI-Top Rail has a total height of 100 or 200 mm and is constructed 

from a wooden beam with bottom 30 mm springy coconut felt. This 

rule becomes only the coconut felt with screw and mounting ring on the 

surface attached. The cavity between the lines becomes completely 

filled with the thermally insulating and acoustic absorbent IVI-Ab-
sorption. On the arrangement work then the cement-bound Nevidek 

Pro plate applied. This handy plate has a size of 24 x 600 x 1,200 mm 

and has a lip weld. By this lip weld does not create any continuous end 

seams and is a 2nd plating unnecessary. For a waterproof finish Finally, 

the roof covering can be placed directly on the panels to be applied. If 

the system becomes outdoors applied, a vapor barrier layer is neces-

sary. Any vapor-tight roof covering present is sufficient. 

Sustainability
IVI-IVI-Top line   	 : �Gemaakt van hernieuwbare grondstoffen.  

De elastische eigenschappen van coconut felt 

zijn niet aan veroudering onderhevig.

IVI-Top Line	 : �Made from renewable raw materials. The 

elastic properties of coconut felt are not 

subject to aging. 

Nevidek Pro board	 : �Non-flammable class A1, no substances such as 

asbestos, formaldehyde or fly ash, resistant to 

mold growth and rot free.

INNOVATION IN FELT

Sustainable since 1927

IVI-Top insulation system®

FOR HIGH SOUND INSULATION ON ROOF OR FLOOR

��Advantages:

 Easy processing

 High sound insulation values

 Durable

 Moisture resistant

 �Very hard, wear-resistant, dimensionally stable and 
impact-resistant

 Non-flammable (class A1)

 Does not contain quartz-containing substances

 Getting rid of pipes
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A product of Nevima B.V.
Supplier of products for sound insulation, sound absorption, floating screed floors and laying materials.

Telephone: 033 - 4611245     Email: info@nevima.nl     Website: www.nevima.nl 

August 2022 edition. Subject to technical changes.

Acoustic properties
For all values see measurement report Peutz A 2259-1-RA

Inside (on the first floor)
Airborne noise: 	 Rw 	 ∆Rw 	 I-lu 	 ∆I-lu

• Basic construction wood 	 24 		  -28

• IVI-Top line 100, Nevidek Pro sheet, 100 mm IVI-Absorption PET 47 23 -5 23	 47 	 23 	 -5 	 23

Contact noise: 	 Ln,w(Cl) 	 I-co 	 ∆I-co

• Basic construction wood 	 95(-7) 	 -30		

• IVI-Top line 100, Nevidek Pro sheet, 100 mm IVI-Absorption PET 70	 70(-1) 	 -9 	 21

Outside roof
Air noise: 	 Rw 	 ∆Rw 	 RA,pop 	 ∆RA,pop

• Basic construction wood 	 24 		  22

• IVI-IVI-Top line 100, Nevidek Pro-plate, 100 mm IVI-Absorption PET 	 47 	 23 	 40 	 18

• IVI-IVI-Top line 100, Nevidek Pro-plate, 100 mm IVI-Absorption PET bitumen roof covering 	 48 	 24 	 41 	 19

• IVI-IVI-Top line 200, Nevidek Pro-plate, 200 mm IVI-Absorption PET 	 49 	 25 	 42 	 20

• IVI-IVI-Top line 200, Nevidek Pro-plate, 200 mm IVI-Absorption PET bitumen roof covering 	 49 	 25 	 43 	 21 

General: additional improvements of 3-5 dB can be achieved by strengthening the basic floor with e.g. 15 kg/m².

This applies to light constructions (not measured).

Dimensions
IVI-Top line   100: 	 firing rule

	 coconut felt

IVI-Top line   200: 	 firing rule

	 coconut felt

Nevidek Pro-plate: 	 Working size

	 Offset (lip weld) is 50 mm

(Other heights Top line on request)

Technical properties
IVI- Top line  
Rule	 : pine wood

Coconut felt	 : natural fibers, latexed

Mutual fastening	 : stapling

Nevidek Pro-plate
Material	 : 2 x 12 mm glued together

	  cement-bound mineral plates

Weight	 : 19.5 kg each

Hygric expansion	 : (0-100%) < 0.1%

Flexural strength 	 : > 10 N/mm2

Processing
For the processing instructions, see our website: www.nevima.nl

70 x 44 x 3.000 mm

30 x 120 x 3.000 mm

170 x 70 x 3.000 mm

30 x 135 x 3.000 mm

24 x 600 x 1.200 mm

Tolerances

Thickness	 : 0.2 mm

Length	 : 1mm

Overlap	 : 0.5 mm


